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COMPUTER-IMPLEMENTED METHOD, SYSTEM AND PROGRAM 
PRODUCT FOR DETERMINING A MESSAGE QUANTITY FOR PROGRAM 

CODE 



Background of the Invention 

L Field of the Invention 

[0001] The present invention generally relates to a computer-implemented method, 
system and program product for determining a message quantity for computer program 
code. Specifically, the present invention provides uniformity in determining the quantity 
and types of messages that are needed to adequately support computer program code. 

2. Related Art 

[0002] As computers continue to become more integrated in everyday life, computer 
software continues to become more sophisticated. For example, today a computer user 
can prepare a tax return, pay bills, purchase goods or services, etc., from the comfort of 
his/her personal computer. Such convenience is provided by various software packages. 
To this extent, computer program developers are constantly working to improve existing 
products, or introduce new products to the market. 

[0003] In developing program code, a developer will typically include certain "messages" 
designed to support the product for the end-user. Typical messages that can be provided 
include error messages, warning messages and information messages. Although each of 
these messages serves a different purpose, they are usually necessary to fully support the 
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program code being developed. Unfortunately, there is currently no uniformity in 
determining the quantity and types of messages that should be developed for computer 
program code. For example, within a single piece of program code, one properties file 
could contain 10 messages, while another could contain over 100. No one really knows 
what the correct quantity of messages should be, much less, what types of messages 
should be provided to support a certain amount of program code. 
[0004] As a result of this disparity, program integrated information (PII) counts are 
usually inaccurate and highly inflated to try to accommodate some unknown number. 
This is especially problematic since translation between languages is often necessary for a 
program. Specifically, it is common for a software product to be made available in 
multiple countries/regions of the world. As such, lingual translation of interfaces, 
messages and the like is necessary. The more messages that are utilized to support a 
program, the greater the translation costs. Thus, with no real control or uniformity over 
message development, translation costs for a program can be substantial and 
unpredictable. 

[0005] In view of the foregoing, there exists a need for a computer-implemented method, 
system and program product for determining a message quantity for computer program 
code. Specifically, a need exists for a system that can analyze computer program code 
and determine whether messages are needed (to support the computer program code). A 
further need exists for the system to be able to uniquely format different sections of the 
computer program code based on the message types corresponding thereto. A further 
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need exists for a quantity to be determined for each message type that is determined to be 
needed for the computer program code. 

Summary of the Invention 

[0006] In general, the present invention provides a computer-implemented method, 
system and program product for determining a message quantity for computer program 
code. Specifically, under the present invention, computer program code is analyzed to 
determine whether messages are needed. The analysis is typically conducted based upon 
a stored resource such as policies, rules, etc., and certain characteristics of the computer 
program code such as flags and the like. In any event, sections of the computer program 
code are then uniquely formatted according to the types of messages that are needed. For 
example, sections of computer program code needing an error message could be 
highlighted in the color red, sections needing a warning message could be highlighted in 
the color orange, while sections needing an information message could be highlighted in 
the color green. In any event, a quantity of each needed type of message is then 
determined based on the uniquely formatted sections. For example, the quantity of error 
messages that are needed is equal to the quantity of red sections. Once a quantity is 
determined for each type of message, the results can be displayed to a developer and 
optionally saved to a file. 

[0007] A first aspect of the present invention provides a computer-implemented method 
for determining a message quantity for computer program code, comprising: providing 
computer program code; analyzing the computer program code to determine if messages 
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are needed; uniquely formatting sections of the computer program code based upon types 
of messages determined to be needed; and determining a quantity for each of the types of 
messages based on the uniquely formatted sections of the computer program code. 
[0008] A second aspect of the present invention provides a computerized system for 
determining a message quantity for computer program code, comprising: a program 
analysis system for analyzing the computer program code to determine if messages are 
needed; a program formatting system for uniquely formatting sections of the computer 
program code based upon types of messages determined to be needed by the program 
analysis system; and a quantity determination system for determining a quantity for each 
of the types of messages based on the uniquely formatted sections of the computer 
program code. 

[0009] A third aspect of the present invention provides a program product stored on a 
recordable medium for determining a message quantity for computer program code, 
which when executed, comprises: program code for analyzing the computer program code 
to determine if messages are needed; program code for uniquely formatting sections of 
the computer program code based upon types of messages determined to be needed; and 
program code for determining a quantity for each of the types of messages based on the 
uniquely formatted sections of the computer program code. 

[0010] Therefore, the present invention provides a method, system and program product 
for determining a message quantity for computer program code. 
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Brief Description of the Drawings 

[001 1] These and other features of this invention will be more readily understood from 
the following detailed description of the various aspects of the invention taken in 
conjunction with the accompanying drawings in which: 

[0012] Fig. 1 depicts a computerized system for determining a message quantity for 
computer program code according to the present invention. 
[0013] Fig. 2 depicts the message determination system of Fig. 1 
[0014] Fig. 3 depicts a method flow diagram, according to the present invention. 
[0015] The drawings are merely schematic representations, not intended to portray 
specific parameters of the invention. The drawings are intended to depict only typical 
embodiments of the invention, and therefore should not be considered as limiting the 
scope of the invention. In the drawings, like numbering represents like elements. 

Detailed Description of the Invention 

[0016] As indicated above, the present invention provides a computer- implemented 
method, system and program product for determining a message quantity for computer 
program code. Specifically, under the present invention, program code is analyzed to 
determine whether messages are needed. The analysis is typically conducted based upon 
a stored resource such as policies, rules, etc., and certain characteristics of the computer 
program code such as flags and the like. In any event, sections of the computer program 
code are then uniquely formatted according to the types of messages that are needed. For 
example, sections of computer program code needing an error message could be 
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highlighted in the color red, sections needing a warning message could be highlighted in 
the color orange, while sections needing an information message could be highlighted in 
the color green. In any event, a quantity of each needed type of message is then 
determined based on the uniquely formatted sections. For example, the quantity of error 
messages that are needed is equal to the quantity of red sections. Once a quantity is 
determined for each type of message, the results can be displayed to a developer and 
optionally saved to a file. 

[0017] Referring now to Fig. 1, a system 10 for determining a message quantity for 
program code is shown. As depicted, system 10 includes a computer system 12 that 
receives computer program code (hereinafter program code 14) such as that developed by 
a "developer" not shown in Fig. 1. As will be further described below, message 
determination system 16 is an executable program or the like that analyzes program code 
14 to determine whether messages are needed, and if so, the quantity of each needed type 
of message. It should be understood that computer system 12 is intended to represent any 
type of computerized device capable of executing programs and performing the functions 
described herein. For example, computer system 12 could be a personal computer, a 
handheld device, a workstation, client, server, etc. In addition, computer system 12 could 
be implemented as a stand-alone system, or as part of a computerized network such as the 
Internet, local area network (LAN), wide area network (WAN), virtual private network 
(VPN), etc. In the case of the former, program code 14 could be provided to computer 
system 12 on a recordable medium such as a diskette or CD-ROM. In the case of the 
latter, program code 14 could be made available to computer system 12 over the network 
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(e.g., via e-mail, file sharing, etc.). Furthermore, if implemented within a network, 
computer system 12 could represent a client or a server. As known, communication 
between clients and a server could occur via a direct hardwired connection (e.g., serial 
port), or via an addressable connection that may utilize any combination of wireline 
and/or wireless transmission methods. The server and the clients may utilize 
conventional network connectivity, such as Token Ring, Ethernet, WiFi or other 
conventional communications standards. Moreover, connectivity could be provided by 
conventional TCP/IP sockets-based protocol. In this instance, the clients could utilize an 
Internet service provider to establish connectivity to the server. 
[0018] Regardless of its implementation, as shown, computer system 12 comprises 
central processing unit (CPU) 20, memory 22, bus 24, input/output (I/O) interfaces 26, 
external devices/resources 28 and storage unit 30. CPU 20 may comprise a single 
processing unit, or be distributed across one or more processing units in one or more 
locations, e.g., on a client and computer system. Memory 22 may comprise any known 
type of data storage and/or transmission media, including magnetic media, optical media, 
random access memory (RAM), read-only memory (ROM), a data cache, etc. Moreover, 
similar to CPU 20, memory 22 may reside at a single physical location, comprising one or 
more types of data storage, or be distributed across a plurality of physical systems in 
various forms. 

[0019] I/O interfaces 26 may comprise any system for exchanging information to/from an 
external source. External devices/resources 28 may comprise any known type of external 
device, including speakers, a CRT, LCD screen, handheld device, keyboard, mouse, voice 
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recognition system, speech output system, printer, monitor/display, facsimile, pager, etc. 
Bus 24 provides a communication link between each of the components in computer 
system 12 and likewise may comprise any known type of transmission link, including 
electrical, optical, wireless, etc. 

[0020] Storage unit 30 can be any system (e.g., database) capable of providing storage for 
information under the present invention. Such information could include, for example, 
stored resources such as rules, policies and the like for indicating when messages are 
needed for program code 14, files containing results of program code analysis, etc. As 
such, storage unit 30 could include one or more storage devices, such as a magnetic disk 
drive or an optical disk drive. In another embodiment, storage unit 30 includes data 
distributed across, for example, a local area network (LAN), wide area network (WAN) 
or a storage area network (SAN) (not shown). Furthermore, although not shown, 
additional components, such as cache memory, communication systems, system software, 
etc., may be incorporated into computer system 12. 

[0021] As indicated above, once program code 14 is available, message determination 
system 16 will analyze it, and determine whether any messages are needed. If so, the 
quantity of each type of message that is needed is then determined. Referring now to Fig. 
2, a more detailed diagram of message determination system 16 is depicted. In general, 
message determination system 16 is an executable program/file that is copied into 
whichever directory of computer system 12 (Fig. 1) that contains program code 14. 
However, it should be appreciated that this is only one embodiment for carrying out the 
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present invention and other alternatives could be implemented within the scope of the 
present invention. 

[0022] In any event, once program code 14 is available, program analysis system 40 will 
parse and analyze the same to determine what, if any, messages are needed to support 
program code 14. In general, there are at least three types of messages that are commonly 
needed to support a set of program code, namely, an error message, a warning message, 
and an information message. An error message is one that is displayed to an end user in 
response to an error condition such as an invalid input. A warning message is a message 
that warns an end-user of a particular circumstance. For example, if an end-user were 
purchasing a chemical, a warning message could be displayed that warns the end-user of 
storage and handling requirements. An information message is one that is displayed for 
an end-user for informational purposes only. For example, an information message could 
contain price and available quantity information for a good that an end-user wishes to 
purchase. It should be understood that the present invention is not limited to these three 
different types of messages. Rather, any type of message could be accommodated herein. 
[0023] Regardless, program analysis system 40 can determine whether such messages are 
needed in a number of different ways. For example, program analysis system 40 can 
consult a stored resource in storage unit 30 that lists the situations in which program code 
14 needs messages and which types. For example, the stored resource could contain 
rules, policies or the like that associate particular programming routines within program 
code 14 with certain types of messages. Program analysis system 40 could use this 
information to analyze program code 14. Still yet, program analysis system 40 could be 
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configured to check program code 14 for certain developer created flags or indicators. 
For example, if the developer of program code 14 flagged an error condition, program 
analysis system 40 would detect this error condition and determine that an error message 
would be needed to support that section of program code 14. In any event, program 
analysis system 40 could comprise a set (e.g., one or more) of scripts with if-then 
statements based on .tr coding, coding contract, etc., that run against program code 14 
flagging certain conditions. 

[0024] Once the analysis is complete, program analysis system 40 could communicate to 
program formatting system 42 which sections need messages and what types of messages. 
Thereafter, program formatting system 42 will uniquely format sections of program code 
14 based on the types of the messages that are needed. In one embodiment, program 
formatting system 42 will highlight each section of program code 14 that needs a message 
in a color that is selected based on the type of the message needed. For example, all 
sections of program code 14 needing an error message could be highlighted in the color 
red, sections needing a warning message could be highlighted in the color orange, while 
sections requiring an information message could be highlighted in the color green. Color 
is a highly effective way to format because it is readily visible to a developer. However, 
it should be understood that these colors are intended to be illustrative only and that any 
set of colors could be used. Further, it should be understood that highlighting in color is 
only one way to uniquely format sections of program code 14 based upon the types of 
messages needed. For example, sections needing an error message could be boldfaced, 
sections needing a warning message could be underlined, while sections needing an 
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information message could be italicized. This type of formatting is useful for developers 
who experience color blindness. As such, the manner in which the sections are formatted 
is not intended to be limiting as long as they are uniquely formatted in different manners 
based on the types of messages needed. 

[0025] Once any sections of program code 14 needing messages are formatted 
accordingly, quantity determination system 44 will determine a quantity of each of the 
types of messages needed based on the uniquely formatted sections. Specifically, 
quantity determination system 44 will sum or count each set of uniquely formatted 
sections to provide a total quantity for each type of message. For example, if three 
sections of program code 14 are highlighted in red, four sections are highlighted in 
orange, and ten sections are highlighted in green, that means that three error messages, 
four warning messages and ten information messages are needed to support program code 
14. 

[0026] Once these quantities are determined, they can be presented as results 18 to the 
developer via output system 46. Upon prompting by the developer, results 18 can be 
saved to a file or the like by file creation system 48 for sharing with others such as 
supervisors, etc. 

[0027] Referring now to Fig. 3, a method flow diagram 100 according to the present 
invention is depicted. As shown, the process is started in first step SI. In step S2, 
message determination system 16 (Fig. 1) is copied to the directory in which program 
code 14 is maintained. In step S3, message determination system 16 is run, and in step 
S4, it is determined whether messages are needed. As indicated above, this involves 
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parsing program code 14 based on a saved resource or characteristic(s) of program code 
14. If messages are not needed, the process is ended in step SI 7. If, however, messages 
are needed in step S4, the sections of program code needing messages are uniquely 
formatted based on the types of messages needed. Specifically, for each section of 
program code indicated as needing a message, it is determined whether the section needs 
an error message in step S5. If so, the section is highlighted in red (or otherwise 
formatted uniquely in a first manner) in step S6. If, however, the section did not need an 
error message, it is determined in step S7 whether the section needs a warning message. 
If so, the section is highlighted in orange (or otherwise uniquely formatted in a second 
manner) in step S8. If the section needed neither an error message nor a warning 
message, the message needed could be presumed to be an information message. In such a 
case, the section of program code is highlighted in green (or otherwise uniquely formatted 
in a third manner) in step S9. Once all sections needing messages have been formatted as 
appropriate, a count/quantity for each type of message will be determined in steps S10- 
S12. These counts can then be displayed as results in step S13. In step S14 it can be 
determined whether the results should be saved to a file. If not, the process is ended in 
step SI 7. If so, the file name is entered in step S 15, the file is saved in step SI 6, and the 
process is then ended in step SI 7. 

[0028] It should be understood that the present invention can be realized in hardware, 
software, or a combination of hardware and software. Any kind of computer system(s) - 
or other apparatus adapted for carrying out the methods described herein - is suited. A 
typical combination of hardware and software could be a general purpose computer 
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system with a computer program that when loaded and executed, carries out the 
respective methods described herein. Alternatively, a specific use computer, containing 
specialized hardware for carrying out one or more of the functional tasks of the invention, 
could be utilized. The present invention can also be embedded in a computer program 
product, which comprises all the respective features enabling the implementation of the 
methods described herein, and which - when loaded in a computer system - is able to 
carry out these methods. Computer program, software program, program, or software, in 
the present context mean any expression, in any language, code or notation, of a set of 
instructions intended to cause a system having an information processing capability to 
perform a particular function either directly or after either or both of the following: (a) 
conversion to another language, code or notation; and/or (b) reproduction in a different 
material form. 

[0029] The foregoing description of the preferred embodiments of this invention has been 
presented for purposes of illustration and description. It is not intended to be exhaustive 
or to limit the invention to the precise form disclosed, and obviously, many modifications 
and variations are possible. Such modifications and variations that may be apparent to a 
person skilled in the art are intended to be included within the scope of this invention as 
defined by the accompanying claims. For example, the present invention is not intended 
to be limited to the three different types of messages and associated ways to uniquely 
format discussed herein. For example, program code 14 could need 5 different types of 
messages. In this case, five different manners of uniquely formatting sections of program 
code 14 would be provided. 
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